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6" MAX COVER
OVER LEAD IN WIRE

\\L7 6” MIN COVER
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40 PVC CONDUIT
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GRANUL AR 77" DRILLED HOLE
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BORROW

SECTION B-B

4” DIA SCH 40 CONDUIT
TO CONTROL CABINET

[N

3, DIA SCH 40
PVC CONDUIT

VARIES
TO CLEAR ZONE

7

/// SEE NOTE 2
N

[«——CLASS 1 MSI PIEZQO SENSOR

7 Y

CLEAN, DRY SAWCUT
35" MAX WIDTH

3”7 MIN COVER

FILLED WITH EMBEDDED
SEALANT

ROAD SURFACE—\\\

PIEZO LEAD
IN WIRE

SECTION A-A

3, x 34" SAW CUT

STRAIGHT SLOT PERPENDICULAR TO

FOR FULL WIDTH OF TRAFFI

NOTES:

1. REFER TQ STD DWG SL3 FOR LQOP
DETECTOR DETAILS.

2. MAINTAIN & inch MIN SPACING BETWEEN SAW CUT,
AND ANY CONCRETE JOINTS. LOCATE ALL LEAD INS
DOWN STREAM OF PIEZO.

C LANE

> 75" DIA x 2"
S, DRILLED HOLE e
3’ SPACING
SAW CUT DETAIL
15°10"
5 510" 5

—— LOoP —]

110"
TYPICAL LANE

1

DRILL 45 DEGREE HOLES AT 1'SPACING
—-4////kiDN BOTH SIDES OF SAW CUT

CLASS T MSI PIEZO SENSOR

TYPICAL PIEZO DETAIL

l

|

0.04" ABOVE 0.27"+ 0.08"
SURFACE

OF ROADWAY

1"

3,

|

IN_CLASS I MSI
BL SENSOR

3,0
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